NOTES:

NO GALVANIZED PIPE OR YELLOW BRASS FITTINGS TO BE
USED

®

SADDLE COUPLINGS: USED FOR CONNECTION OF ALL
SERVICE LINES TO PVC MAIN. SERVICE SADDLES: EPOXY
COATED STEEL WITH STAINLESS STEEL BAND AND MUELLER
THREADS (IP THREADS)

© NO SERVICE CONNECTIONS WITHIN ONE (1) FOOT OF THE
PIPE ENDS. STAGGER MULTIPLE CONNECTIONS MADE ON
THE SAME JOINT OF PIPE ALONG THE CIRCUMFERENCE AND
SEPARATED BY A MINIMUM OF 18 INCHES.

CENTER METER BOXES LOCATED IN CONCRETE DRIVEWAYS
IN A 4' X 4' SQUARE OF CONCRETE, SEPARATED FROM THE
REST OF THE DRIVEWAY CONCRETE BY EXPANSION JOINT
MATERIAL. USE A TRAFFIC RATED LID SET FLUSH WITH
DRIVEWAY AND LID SHALL BE MARKED "WATER".

©

SET OF METER LID TWO (2) INCHES ABOVE FINISHED GRADE
EXCEPT AS NOTED IN NOTE "E"

COPPER SETTERS MUST BE 7" (SHORT LAY) METER SETS

INSTALL ONE (1) 20" X 1" D/C FOAM PAD 1.2# FOR EVERY
METER PIT INSTALLED

@ @0 O

PROVIDE ONE (1) - FORD TEST PORT #RETRO-SS-2CHC FOR
EACH PHASE OF A SUBDIVISION OR PROJECT FOR THE CITY
TO INSTALL, PREFERRED IN A SINGLE METER PIT IF
APPLICABLE.

©

MARK SERVICE WITH 6' (MIN.) T-POST OR 8' (MIN.) 2 X 4,
BURIED TO SERVICE DEPTH, PAINTED WITH BLUE MARKING
PAINT

24" TO BACK |

i FINISHED
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18" MIN
21" MAX
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e@ NOTE: EXTEND 10' FROM
METER BOX AND PROVIDE
@ FORD FB-1101 OR MUELLER BALL CORPORATION STOP - ONE TEMPORARY PLUG (THREADED IN
(1) INCH HIGH GROUNDWATER AREAS)

(@) PACKJOINT COMPRESSION FITTING (1) FUTURE 7" METER INSTALLED BY THE CITY OF KUNA
30°UNLESS OTHERWISE (3 NO. 12 COPPER LOCATE/TRACER WIRE LOOPED BACK TO (D FIRM UNDISTURBED EARTH OR COMPACTED SAND/GRAVEL
DIRECTED BY THE CITY WATERMAIN.

ENGINEER (13 DOUBLE PURPOSE COUPLING

(@) 20" DIAX 36" DEEP METER BOX (NOTCH FOR SERVICE LINES) FORD VBHC92-18W-11-33-NL WITH MALE CONNEGTION
EPOXY COATED TAPPING SADDLE WITH STAINLESS STEEL

® BAND (ROMAC 101NS) (A9 VALVE PER ITEM #14

o CAST IRON LID WITH TWO (2) RECESSED HOLES FOR DUAL

(&) WATERMAIN (SIZE VARIES - 8" TYP.) SERVICE PITS AND ONE (1) RECESSED HOLE FOR SINGLE

() USE 1" DIA. CLASS 250 POLYETHYLENE SIDR 7 PIPE(TYP.) ﬁﬁi{\(’gﬁ “SEZT‘ERO':TVSEQ%XZMSE gﬁsgé; 1/32" PENTAGONAL
NO SPLICING IS ALLOWED

SWIVEL IRON PIPE THREAD CONNECTION @ gEAETTRéE'\)AG; EHECK VALVE FOR BACK-FLOW PREVENTION

(9) FULL OPENING 3/4" MUELLER 300 BALL OR FORD B-1144NL
BALL VALVE

PACK JOINT CURB STOP ADAPTER

**ALL PRODUCTS AS LISTED OR APPROVED SUBSTITUTIONS*** V041812022

CITY OF KUNA
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WATER SERVICE CONNECTION

STANDARD %" x %" WATER SERVICE
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